ical System

Electr




Date

it raduead Chassis No. Unit No. Mcocdification
1962
25 WJan,, . 62 891 205 - Speedometer cable
5 Feb., 62 4 463 485 (LHD - : 32
50 Feb. 62 0 020 315 ( ) e NPz:tﬁigzl casing with plastic
27 Feb. 62 2 ' - = Ean
e 4 525 456 (RHD) Formerly: Plastic tube
15 May (7 Q47 980 - Bogeh Stourter BEF 0.5/5 L 1
0 Ma 62 793 580 = =
) J 4 195 5 Now: Meshing force increased,
29 May 62 G 051 312 - Relay for headlight flasher
Now: Impulse through manual
operation of headlight flasher
button.
Formerly: Aultomatic
4 June 62 0 0%2 710 - Door contact switch
1% June 62 / 5 801 - = 1
5 + 195 Now: Drilling for securing screw
without countersink
Formerly: Countersunk
12 July 62 0 050 139 (343) = Indicator switch mounting
Now: Rubber packing with 2 lips
and mounting plate cemented on
30 July 62 4 846 836 - Flasher unit
30 July 62 971 662 ;
5 Jwly 6 0 067 350 Now: Secured ?y tapplng SCTEewWs
Formerly: Spring clip
30 July 62 4 846 836 = Tube for windshield washer
8 Oct., 62 099 411 - system
Now: Pioneer tube
Formerly: Plastic tube
1 Aug. 62 0 065 567 - Ignition timing adjustment
Now: 12,5° before T.D.C.
Formerly: 100
2 BT R 4 917 917 - Windshield washer water container
Now: With neck welded on
11 Sept. 62 C 084 752 087 417 Ignition timing adjustment
Now: 10° before T.D.C.
Formerly: 12.59
17 Sept. 62 4 981 020 945 210 Vacuum pipe

[ o7
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Now: 375 mm long
Formerly: 310 mm

Pate Chassis No. Unit No. Modification
introduced
27 Sept.62 1 002 040 (271-274) Reversing light
Now: Operated by speedometer
cable switch
Formerly: Switch on gear shift
rod
1 Oct, 62 5 012 112 - Lead to terminal 50 of the
steering ignition lock
Now: Red lead between steering
ignition lock and cable con-
nector shortengd 40 mm
Now: Red lead of the main cable
harness lengthened 40 mm
1 Oct. 62 0 091 500 (343-345)- Speedometer cable
Now: 1100 mm long
Formerly: 1164 mm
15 Oct. 62 1 011 980 5 198 800 Starter
22 gﬂt' gg - :1? é;? 7 Now: Bush for starter shaft
ImHo¥ = lubricated with lithium grease
A 1060
Formerly: High melting point
25 Oct, 62 1 017 934 (241) - Speedometer
1$ gov. gg ? 334 g?ﬁ (265) = Now: Gear change markings for
=8 > = speedometer in miles
1 Nov. 62 1 021 547 = Windshield wiper motor
Now: Mounted at 2 points between
the fork of the heater support
Formerly: 35 points mounting
1 Nov. 62 111 360 = Lead for starter motor
Now: 850 mm long
Formerly: 900 mm
26 Nov. 62 5 107 171 (141-144)- Interior light
26 Nov. 62 5 107 167 (143-144)- Now: Push on connectors
Formerly: Screw type connectors
28 Nov. 62 1 033 235 (M-140) - Windshield wiper motor
Now: Fixed with 2 screws
Formerly: 3 screws
29 Nov. 62 1 035 884 (211-221)- Emergency light (USA)
29 Nov. 62 1 035 885 (222) - Now: Control light for
13 Dec. 62 1045 117 214; = emergency light (M 24)
13 Dec. 62 1 043 238 (224 -
10 Dec, 62 1 040 368 T 3%6 420 Spark plug connectors
15 Dec. 62 5 199 980 T 336 420 Now: With plastic caps |
12. Supplement 6/64 - 530.210.20 E - 202
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Date

introduced

Chassis No, Unit No.

Modification

1963

T dan, 63

23

23

11

15

12

Jan.

Apr.
Apr.
June

Apr.

Apr.

June

June

June

July

63

63
63
63

63

63

63

63

63

63

Lon B0 L

1 125 697

1 041 014 (M 216) O 143 543

5 262 078 =

097 234 =
465 318 =
210 340 -

0 179 2329 =

0 184 046 -

7 777 636

- 124- 02 501

1 150 034 -

1 150 022 -

Supplement 6/64 - 530.210.20

Generator

Now: 200 W

Variode regulator

Now: Mounted on right hand
wheel housing
Formerly: On the generator

Starter

Now: 0.6 hp

Windshield wiper motor (Bosch)

Now: New version

Flashing indicator relay

6 and 12 Volt

Now: Simplified control system

Front cable harness

Now: The cable for front turn
indicator routed through
headlamp housing

Formerly: Straight through
wheel housing

Cable for parking light

Now: Lengthened and secured
in wheel housing with two
metal clips

Vacuum pipe

Now: With bend
Formerly: With loop

Caps for ignition cables

Now: PVC
Formerly: Rubber

Speedometer

Now: 50 km/h mark with luminous
paint

Formerly: Without luminous paint.

Speedometer - USA

Now: With gear change markings

E - 203

?izioduced Chassis No. Unit No. Modification
4 July 63 0 218 830 - Steering ignition lock

5 Aug. 63 1 144 303 -
5 Ruz 63 4 145 4272 /i) =

0 221 975(311-314)-
Eﬁéﬂ—iédg
O 215 175(343-345)-

@ 221 995 -

0 221 975(315-318)-
(365-368)

0 221 975(311-314)

0 221 975(311-314)0 255 001
(343/345)
(361-364)

5 Aug. 63

12, Supplement 6/64 - 530.210.20

Now: Starter non repeat lock
improved

Front turn indicator

Now: Larger and with yellow
glass

Speedometer

Now: Speedo-distance revolu-
tions 0.496

Speedometer

Now: Scale up to 160 km/h

Front turn indicator

Now: Modified shape

Introduced Sedan 1500-Variant

Now: Push pull light switch
Now: Push pull switch for
windshield wiper motor and
windshield washer combined.
Now: YWindshield wiper motor
not adjustable

Now: Knob on the turn indi-
cator lever operates only as
hand dip switch,

Tail light

Now: Mcdified shape

Registration plate light
(311-314)

Now: With chrome cap and "S"
stamped in and painted black

Luggage compartment (311-314)

Now: Switch in cover
Formerly: In end panel

Ignition distributor-Bosch
ZV/ICU 4R3

Now: With centrifugel and
vacuum advance mechanism
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